SPEED| .o CONSTRUCTION SIGN AND BARRICADE LOCATION DETAILS — —_
MIT -
| G20-55-96 | SPEED LIMIT ENFORCED | ————— §
6 5 Dooh .ol TT W20-1-48
MINIMUM FEE $80 Lo TT Post
mounted WHEN WORKERS PRESENT 2 ¢ mounted
Post mounted < P"T‘T nre Notes
(see note #6) ~ © 1. Variables
~ W20-5-48 )N S = Numerical value of speed |imit or 85th percentile.
G20-2A—48 Post T T W3-5-48 W = The width of taper.
o —o— L = Minimum length of taper. or S x W for freeways., expressways, and all
%P\‘—L Post mounted mounted « Post mounted other roads with speeds of 45 mph or greater. or W x $%/60 for urban.
. ~ residential. and other streets with speeds of 40 mph or lIess.
W20-1-48 Interim pavement (optional) = T R2-1-48 2. Barricade shown to be placed on roadway shall be on a moveable assembly.
onds Pere Sign to be mounted on barricades shall be mounted with the sign bottom
W20-5-48 N SPEED on the top of the top barricade bar. Sign shown to be placed on roadway
Post LIMIT shall be placed on skid mounted assemblies.
‘ W1-6-48 mounted © T | | < G20-2A-48 3. Delineator drums., barricades or cones used for tapering traffic shall be spaced
( . ¥ ! bost moundtod N N Post mounted 6 5 at the dimension ”“S”. Delineator drums or cones used for tangents shall be
T optiona : SPEED i ~ spaced at 2 times dimension “S”.
§ ! R2-1-48 LIMIT = I 7T / Existing striping shall be removed as required. Delineators will only be used
[CEIS ) Post mounted when foreslope is 1V:i4H or better and roadway alignment is visible to approaching
W20-52-54 W1—6-28 @ Drum spacing 4 5 & (see note #6) vehicles. Vertical panels shall be used where roadways has steep slopes and
@: shall be 25’ i A o alignment is not visible to approaching vehicles. Del ineators and vertical
(see note #8) Post mounted 1 TT c panels shall be installed back to back.
c to ¢ as < <z
Portable (} : c. Post mounted X W1-4(L)—-48 5. Sequencing Arrow Panels
, conditions (optional) )N + é < Skid mounted Panels should normally be placed at the beginning of the taper. Where
(optional) warran+t (see note # 7) EE = ) shoulder width does not provide sufficient room, the panel should be moved
BE T o™ closer to the work area so that it can be placed on the roadway surface.
PREPARED +T 4+ Type A shall be used on roadways with slow moving traffic speeds and
Q Wi -2 - g _ low volume (25 mph and 750 ADT or less).
W1 —6-48 (R)-48 L S 5 Type B shall be used on roadways with moderate traffic speeds and volumes
B > (40 mph and 5000 ADT or less).
W3-4-48 Post mounted or o Type C shall be used on roadways with high traffic speeds and volum
Qa g P es (over
Portable o W1—-4(R)-48 . T 40 mph and 5000 ADT).
v . . he speed |imit shall be re-established. The exact s d limit shall b
S pee: mi sha e
. , v W4-2(L)-48 X Kid mounted determined in the field. dependent on location and conditions.
50’ ¢ to ¢ V13124 Post Varies W13-1-24 7. T‘he :educed speed |imit shall be determined dependent on the in place speed
-1 = imit before construction. The speed |imit reduction should not exceed 10 h
SPEED| mounted $ ( [ Loon 10 mp
- (see note # 12) see note # 12) below the existing speed |imit., unless the design speed of the work zone
A Post mounted LIMIT f feature has been reduced below the 10 mph. In this case, the speed |imit
R2—-1-48 | L Min reduction shall not exceed 30 MPH. Where speed |imits are to be reduced more
W20—7a-48 o 2 than 30 MPH, a second speed |imit sign shall be installed with the desired
bortob | ROAD R11_p—dg speed reduction but shall not exceed 30 MPH. The second speed |imit sign shall
ortable = CLOSED —2— T be placed at '/, B.
{ J e - @ 8. Use when work area is 1 mile or longer.
Flaager <:I . — ® otn O|5 - 9. When warning signs are used in urban areas and the signs are not portable.
g9 25 F+ hns W1-6-48 Ro>—1a-24 5 E 9 % a Sequencing flags shall be installed. The flags shall be 24 inches square. mounted
Barr i cade P t M ~ 3l arrow panel perpendicular to the edges of the diamond sign. and at such a distance above
ost mounted - C S Elo the edge so that when the flag is limp it will not fouch the sign. Rural areas
3 o ¢
mounted (see note # 7) eqguencing §7\ < will not require flags.
arrow panel M SPEED 10. Existing speed |imit signs within a reduced speed zone shall be covered.
Short+ term 0 0 . R2-1-48 LIMIT R2-1-48 11. Obliterated or covered pavement marking shall be paid for as Obliteration
S‘H’TD\'MQ with rum quc\mg A c of Pavement Marking. The covering shall be approved by the engineer.
hard surfaced ' shal | be 25 SPEED Obliterate ot 12. Where necessary. safe speed to be determined by the Engineer.
roadways O @ : c fo ¢ as LIMIT or cover = 13. The contractor has the option of using portable sign supports in lieu of post
E conditions pavement - R2—1a-24 g\g:nggzdcswgn as shown on the standard drawings as specified in section
AN o 65 S e
F lagger Clcco ,  warran <
3l-6 ¢ ‘ \ - Post ted
PICgs ”é’ @ B os mounTe
—|n O X ] Post mounted c (see note # 1)
—k=>L . -
25 F+ alx8 8 ' (see note # 6) = ADVANCE WARNING SIGN SPACING
: . Distance Between Signs
| ' ~ Road Type Min. (ft)
L <
IT < - A B C
W20-Ta—48 Interim pavement //l Wi-3(L)-48 W1-4(L)-48 2 iiii:Aitow ?ﬁeii30 mﬁooz‘iZS) n) ;Zg 755 755
_ _ c — Low Spee over o mp 280 280
Portable A starts here L > . Urban — High Speed (over 40 mph to 50 mph)| 360 360 360
0y ~ Eé W4-2(R)-48 Rural - High Speed (over 50 mph to 65 mph)| 720 720 720
€ G20-2A-48 o= Urban Expressway and Freeway
o C Post mounted
~LL o @0 ' (55 mph to 60 mph) 850 1350 2200
o~ ™ t C Rural Expressway and Freeway
BE S +,g < (70 mph to 75 mph) 1000 1500 2640
PREPARED | 11 0 X fw13-1-24 Post < 4180 o SPEED R2_1-48 Interstate/4-Lane Divided
3 A 1=
B o ~ mounted o % m LIMIT (Maintenance and Surveying) 750 1000 1500
v N (see note # 12) e } 14 ES Post mounted
W3-4-48 \\\\\\\\\\\ > Post mounted < (see note # 7) KEY
Portable Ll < ~ — Type 1 barricade
N
/L o ~ I - ] Type 11 barricade o, Work area
N
Portable = SNl Re-1-a8 3 == Tyee Il barrfcade =) Fagger
m R
| C &) 4 5 o ': sign o0 Sequencing arrow panel
<
= e W20-5-48 @® Del ineator drum T Type A delineator or
- R2—1q-24 B R vertical panels back
o N Post Cones +o back
- Post mounted mounted ~ mounted
TYPE A W3-5-48 SPEED LIMIT ENFORCED (see note # 7) | | =
W20-52-54 TEMPORARY ROAD Post mounted Ll NORTH DAKOTA
MINIMUM FEE $80 i i H
(see mote #8) CLOSURE wINIMUM FEE $80 Longitudinal Buffer Space DEPARTMENT OF TRANSPORTATION This document was
— — . . .
When a pilot car is used, G20-55-96 W20-1-48 Speed Length 1071-86 originally issued
there is no need to provide Post mounted - AN (mph) Min (feet) REVISIONS and
620-55-96 or R2-1a-24 sign Fost mounted DATE CHANGE sealed by
on +he project as the pilot TYPE B WD I-48 20 115 51-05-01 [Revised rote 3 Mark S Gaydos
car will control the speed. CONSTRUCTION SIGN LAYOUT 155 07-19-02 |Roversed End Road i i
Post mounted  { speep Lmir enFoRcen | 30 200 Work & Speed Signs Registration Number
Two lane highway where roadway is closed and detour WINMUN FEE 880 INLL 35 250 07-25-03 |Revised R2-1, R2-1a PE-4518,
is provided (signin i i | 40 305 and W20-
p igning shown for one direction of WHEN WORKERS PRESENT | 2 C 5 360 04-01-04 |Change Fee Sign. Warn- on 07/05/05 and fthe
travel only). Use on bridge and culvert instal lation \\\\\\\\\\\ INLL %o ing & Buffer Spacing . e
where closure is !/, mile or less. 620-55-96 TvPE IO e = 2:2 12-18-03 |Relocated reverse ourve original document
When this is part of another project, the G20-55-96 Post mounted z 12-01-04 |PE stamp addad is stored at the North
CONSTRUCTION S1 60 270
signs may be omitted NS ( ) GN LAYOUT 06-29-05 |Revised W4—2, Replaced
. 4 lane undivided highway with half the roadway closed. 32 645 R2-5a with W3-5, Rev. Adv. Dakota Department
When the work is less than 15 days. 730 Warning Table. Rev. Note 7. :
the G20-55-96 signs are not required. 75 820 07-05-05 |Changed W20-Tb to W3-4 of Transportation
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